2/2 Way Diaphragm Direct Lifting Type - Solenoid Valves UBS Series

Valve port Size:
Valve Material:
Valve port Thread:
Application:
Temperature:

Coil:
Voltage:
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Normally Closed (Option: Normally Open)

Open form 0 Bar for low Pressure system use.

3/8"~2"

Brass , Stainless steel SS304 (Option : SS316 or SS316L)
PT, G (Option : NPT, RC)

Weater , Hot water , Air, Gas , Vacuum , light oil (Max.20CST)
-5°C~80°C (NBR Seal )

-10°C~110°C ( EPDM Seal )

-10°C~130°C ( VITON Seal )

100% ED IP65 ( Option : IP67 or IP68 )

AC220V , AC110V +/-10% , (Option : AC24V )
DC24V , DC12V , (Option : DC48V )

or other voltage.
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-5C~80°C (NBR Seal )

-10C~110"C (EPDM Seal )

-10°C~130C ( VITON Seal )

100% ED IP65 (T : IP67 B IP685E 257K )
AC220V , ACL10V +-10% , ( EEFCAC24V)
DC24V , DC12V (EEDC48V )
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Materials Chart
me] Descripition Materioal
Solenoid pipe Stainless steel
g Solenoid mobile Stainless steel
A c iron cord .
o ——= Stop-leak pluz___|NBR , EPDM , Viton[]
1T T Spring Stainless steel
—{_ Valve body Brass , SS304 , SS316
Diaphragm NBR , EPDM , Viton
A B Stop-leak ring NBR , EPDM , Viton
Model Orifice Pipe Size | Operating Press. (bar) | A XBXC Weight (kg)
(mm) (Inch) ooV | pc2av (mm) Brass | SS304
UBS-10 15 38" 3.5 0~10 0~8 60X 45X 101 0.7 | 0.62
UBS-15 15 12" 3.5 0~10 0~8 60X 45x 101 0.7 | 0.62
UBS-20 20 3/4 7.6 0~10 0~8 67X50X107 | 0.74 | 0.62
UBS-25 25 1 12 0~10 0~8 82X 66X 115 1.1 1.0
UBS-32 32 174" 24 0~10 0~6 102X82X147 | 2.0 1.8
UBS-40 40 12 29 0~10 0~6 110X85X 153 | 2.2 2.0
UBS-50 50 2" 48 0~10 0~6 | 134X108X166 | 3.1 2.8
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