ISO 9001, I1SO 14001 Certified

ELECTRIC LINEAR ACTUATOR
HL-SERIES

Weather proof
Explosion proof
Special options
MOTOR VOLT.
110V 220VAC / 1PH

220V. .. 460VAC / 3PH
24V DC
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DESCRIPTION

* HL series electric actuator is specially designed for
linear operating valves such as globe valves and similar usages.

- Wide range of output force and control options fit
your specific requirements.

* High reliability and performance for valve automation system.

FEATURES

- Compact and light weight.

* High corrosion resistance.

+ Self locking with minimum backlash.

* Rugged construction with o-ring system for water proof —
and explosion proof. ﬂ

* Handwheel for manual operation.

* limit switches.

* Force switche.

* Space heater with thermostat for preventing overheat.

* Various output force from 5KN to 25KN.
+ Wide range of voltage available.

OPTIONS

Agent : www.autovalve.tw wke co e, 3 | IR



Design Construction

Design Construction

Position control unit Actuator cover
(Limit switches & potentiometer) High corrosion-resistance.
Polyester powder coating

Motor
Available in 1 phase, 3 phase, and 24V DC.

Force switch
PCU

Pro portional Control unit
(4-20mA, 0-10V, 2-10V, 1-5V)

Housing

Upper Base

(Force spring housing)

» Declutch lever & Manual Hand wheel

Pad lockable for maintenance safety

Guide Rod Holder ..
Drivie rod cover

Driving rod
Guide rod

Locking plate

Union joint & nut

(A type)

B |4 txcco. L. Agent : www.autovalve.tw



Specification

Performance
Max. Stem Max CDLé}Z Rated current(A) 50/60Hz Numfber
output speed Stroké ¥ h 0 d Weight
Type force | (mmisec) IEC34-1 1 Phase 3 Phase ?:rne
KN 50/60HZ mm S4(%) 110V 220V 220V 380V 440V 460 V N kg
HL-05KN 0.44/0.53 60 50 0.96/0.97 | 0.47/0.46 N/A 0.42/0.33 | 0.57/0.43 N/A 227 11
HL-07KN 0.44/0.53 60 50 0.96/0.97 | 0.47/0.46 N/A 0.42/0.33 | 0.57/0.43 N/A 227 1
HL-10KN 10 0.69/0.82 70 50 1.51/1.62 | 0.72/0.84 | 0.69/0.50 | 0.35/0.27 | 0.55/0.34 | 0.23/0.19 184 21
HL-12KN 12 0.69/0.82 70 50 1.51/1.62 | 0.72/0.84 | 0.69/0.50 | 0.35/0.27 | 0.55/0.34 | 0.23/0.19 184 21
HL-15KN 15 0.69/0.82 80 50 1.511.62 | 0.72/0.84 | 0.69/0.50 | 0.35/0.27 | 0.55/0.34 | 0.23/0.19 210 21
HL-18KN 18 0.69/0.83 100 50 1.37/1.67 | 0.68/0.81 | 0.49/0.41 | 0.33/0.27 | 0.43/0.30 | 0.27/0.24 | 260 33
HL-20KN 20 0.69/0.83 100 50 4.27/3.56 | 1.371.27 | 0.86/0.72 | 0.51/0.42 | 0.66/0.46 | 0.44/0.32 260 33
HL-25KN 25 0.69/0.83 100 50 4.27/3.56 | 1.37/1.27 | 0.86/0.72 | 0.51/0.42 | 0.66/0.46 | 0.44/0.32 260 33
L] o
Standard Specification
Enclosure Weatherproof enclosure IP67
Power supply 110 /220VAC1PH, 380 / 440VAC3PH 50 / 60Hz, £10%
Duty cycle(on-off) S2, 100%Max 30Min
Duty cycle(modulating) S4, 50%Max 300~1600 start/hour
Motor Induction motor (Reversibe motor)
Limit switches open / close, SPDT, 250VAC 15Arating
Additional limit switches open/ close, SPDT, 250VAC 15Arating (Except HL-5KN~7KN)
Force switches open / close, SPDT, 250VAC 15Arating
Stall protection/operating témp Built-in thermal protection, open 150°C £5°C/ close 97°C+15°C
Manual override Declutching mechanism
Self locking Provided by double worm gearing
Space heater 10W(110/220VAC) Anti-condensation
Cable entries TWO PF3/4 Tap
Lubrication Grease moly (EP type)
Terminal block Spring loaded lever push type
Materials Steel, Aluminium alloy, Albronze
Ambient temperature -20~+70 (except option electronic board)
Ambient humidity 90%RHMax. (non-condensing)
External coating Anodizing treatment before Dry powder, Polyester
[ [ ] [ ]
Option Specification
EXA Explosion proof enclosure (Exd 11BT4)
WTA Watertight enclos urea ctuator (IP68 10M 72HR)
PIU Pot entiometer unit (0~1Kohm)
CPT Current position transmitter (output 4~20mA DC)
PCU Proportional control unit (input/output 4~20mA DC or 0~10V DC)
IMS Integral magnetic starter (control power : 110/220VAC 1ph, 50/60Hz +10%)
LCU-B | Local / Remote Control unit
LCU-C | Integral control unit (LCU +IMS + auto phase discriminator)
RBP Rechargeable Battery Backup for ESD (Emergency shut down)
MSB Mounting Support Base & Driving Rod
% Consult with the supplier for more details.
Agent : www.autovalve.tw HKC Co. Ltd. 5§



Dimension & Wiring Connection

On/Off Control

Dimensional Drawing Unit:mm
2x3/4"PF conduit entries -~ 2x3/4"PF conduit entries
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HL-05, 07KN HL-10, 12, 15KN HL-18, 20, 25KN
Wiring Diagram
ON-OFF CONTROL FOR 1-PHASE ELECTRICITY
(HL-05KN, 07KN)
INCOMING POWER
AC 1PH (V)
=
- : Sicicio
S‘@ES_TED_CUEO’\E’M'W_NG_.%_ o fé@ifﬁi Gt | DAW | TN TR TS
ACTUATOR WIRING v BLU
OO ® @M@ @mmabamao]| |
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7777

ON-OFF CONTROL FOR 1-PHASE ELECTRICITY
(HL-10KN, 12KN, 15KN, 18KN, 20KN, 25KN)

INCOMING POWER
AC 1PH ( V

|u.|

_ AUX. CONTACT
- (OF) 2 EXTRA SWITCHS
OVER T OVER T close | oPEN MAX. 250VAC 16A
SUGGESTED CusToMERSWIRNG _______ _ _ _ [Ss® | IGUSE| Lwe | Lawe | OPEN) STOR ) GLOSE| T T
ACTUATOR WIRING =5 \BLU T |_ |

LIVI

NEUTRAL
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Dimension & Wiring Connection

Proportional Control

Dimensional Drawing Unit:mm

_~2x3/4”PF conduit entries 2x3/4”PF conduit entries

2x3/4”PF conduit entries
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Wiring Diagram

PROPORTIONAC CONTROL (HL-05,07KN) FOR 1-PHASE ELECTRICITY rosiion

INCOMING POWER INDICATOR
AC 1PH (V) INPUT
2 SIGNAL

OPEN  STOP CLOSE [ close | open |[CLOSE JoPEN [~ 7
SUGGHSTED CUSTOMERSWIRING __ | 'AMP | LAMP | FRGSE ITAMe- |
ACTUATOR WIRIN

)
x

5 I3

NEUTRAL

PROPORTIONAC CONTROL (HL-10, 12, 15KN) FOR 1-PHASE EL&ECTRICITY

INCOMING POWER Bodovt

AC 1PH ( V) 04-20mA  POSITION

| = 0010V INDICATOR
= A INPUT
SIGNAL

OVER | OVER | OPEN | CLOSE -
SUGGESTED CUSTOMERIS WIRING_ __{Ru" | [Atip" | 1AMP | LAWP | CLOSE| STOP JOPEN | | | A== __
ACTUATOR WIRING -
1 RED \BLU

NEUTRAL

g [=®z I8 3 8 213 8 13 12 g I3 2 [z 2 BAE
o
PROPORTIONAC CONTROL (HL-18, 20, 25KN) FOR 1-PHASE ELECTRICITY
INCOMING POWER Bo20ma
AC 1PH (V) 04-20mA  POSITION
g | RS NDICATOR Aot
E A S'_G_NAL - MAX. 250VAC 16A
%UGGESTEDCUSTOMERS IRING (WP 5 T EN j‘- = J‘ I
\CTUATOR WIRING — C __R'_EE;\_E__ T T T
DOOO>DHOD® > WB®DB®IDD D] =
2B Iz 2 2 g 218 B I3 IR Is g3zl lzlelg gz &=
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Dimension & Wiring Connection

Local/Remote Control

Dimensional Drawing Unit:mm
2%3/4"PF conduit entries / 2x3/4”PF conduit entries / 2x3/4”PF conduit entries
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Wiring Diagram
ON-OFF CONTROL WITH LCU-B FOR 1-PHASE ELECTRICITY
(HL-05,07, 10, 12, 15, 18, 20, 25KN)
— CONTROLLER & ACTUATOR ASS'Y
** TERMINAL BLOCK **
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PROPORTIONAC CONTROL WITH LCU-BI FOR 1-PHASE ELECTRICITY
(HL-10, 12, 15, 18, 20, 25KN)

— CONTROLLER & ACTUATOR ASS'Y

** TERMINAL BLOCK **
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ON-OFF CONTROL WITH LCU-B3 FOR 3-PHASE ELECTRICITY
(HL-10, 12, 15, 18, 20, 25KN)

— CONTROLLER & ACTUATOR ASS'Y

** TERMINAL BLOCK **
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PROPORTIONAL CONTROL WITH LCU-B FOR 3-PHASE ELECTRICITY
(HL-10, 12, 15, 18, 20, 25KN)

** TERMINAL BLOCK **
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Dimension & Wiring Connection

RBP Type with Local/Remote Control

Dimensional Drawing Unit:mm
2x3/4"PF conduit entries 2x3/4”PF conduit entries 2x3/4”PF conduit entries
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Wiring Diagram
ON-OFF CONTROL WITH RBP/LCU
(HL-05,07, 10, 12, 15, 18, 20, 25KN)
r— CONTROLLER & ACTUATOR ASS'Y + TERMINAL BLOCK *
\ = T 5
Zl o o) g l l l l : 6
& wl=[= S w
2le E EE S i g 4 ?
Tz & S ~N ) = >mQ & 8 8
5 % ; %iié E g ZHa - gigbé § % L9 L2
3 8 gl || 5 e £38 3 58833 2 3 .

PROPORTIONAL CONTROL WITH RBP/LCU
(HL-10, 12, 15, 18, 20, 25KN)

CONTROLLER & ACTUATOR ASS'Y
{ ** TERMINAL BLOCK **
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Ordering Code

Ordering Code System
Unit:mm
HL - [xx | [ x| [ x| [ x| [ x] [ x|
SIZE ENCLOSURE MOTOR VOLTAGE OPTION 1 OPTION 2 OPTION 3
05 : 5KN 1 : Weather proof (IP67) 1:110V AC/ 1Ph 0:N/A 0:N/A 0:N/A (STD)
07 : 7KN 2 : Watertight (IP68) 2:220V AC/1Ph 1:PIU 1:LCU-D 1: MBS
10 : 10KN 3:EXtype 3:220V AC/ 3Ph 2:CPT 2:LCU-B
12 : 12KN 4 :380V AC/3Ph 3:PCU 3:RBP
15: 15KN 5:440V AC / 3Ph 4:LCU-C
18 : 18KN 6 : 460V AC / 3Ph
20 : 20KN 7 :24V DC
25 : 25KN
Remarks

% More details should be consulted with the supplier.

Motor Ass’y Driue bush & joint
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