rotorl(f X A ' D YT-1000R / YT-1000L

y YT-1050R / YT-1050L

e B G I = | = R Lt
Since1983 " ey

B IR R Y e ALasEPE ALy ()

Electro-pneumatic positioners YT-1000 / YT-1050

Design features

* Simple zero and span adjustment. Internal hand dials * Internal feedback option. Available on weatherproof
and locking screws for 4-20 mA range adjustments. model only.

* Reverse and direct-acting settings. Full and 2 split * Auto/manual switch. Internal adjustment with lock
range setting by simple adjustment. screw safety.

* High vibration resistant. No resonance between
5 to 200 Hz.
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YT-1000 aluminium enclosure
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Dimensions: mm (Inches *

- Valve positioners and accessories
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防爆型閥門定位器/EP定位器 （韓國製造)

Tony Chang
YT-1000R / YT-1000L
YT-1050R / YT-1050L
台灣TS防爆證書見第三頁
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Electro-pneumatic positioners YT-1000 / YT-1050
A BT H

Item type YT-1000 | YT-1050 | Product code
Impgdance ) 250150 i
Supply pressure 0.14100.7 MPa = 1.4 to 7 bar 102 psi
Qe Linear type 10 to 150 mm (0.4 to 6*) vTo‘tI’&;O A
oke . - = Aluminium
S mé:"‘a,"' 135 s - YT-1050 = STS316
e — Motion
gau»ge_‘connecuon ils s = li= Linet;'pe R = Rotary
ATEX / IECEx PR =
(12.G) Ex dmb I8 TS, = Single___1D=Double
Ex ia IIC T6 (YT-1000 only) Explosion protection’
EAC N = Non-explosionproof
1Ex dmb IIB TS M?= Ex db mb IIB TS Gb: ATEX, IECEx,
INMETRO TS (YT-1000 only), KCs, NEPSI (YT-1000 only),
UKEX, PESO
(12 G) Ex dmb IIB TS A= ExdmliBT5: CSA (YT-1000 only)
UKEX C = Exdmb IIC T5: KCs (YT-1000 only)
E = 1Exd mbIIB TS Gb: EAC
— 11 2G Ex db mb 1B T5 Gb, NEMA 4X X = Exdmb I8 T5: T (YT-1000 only)
i = ExiallC T6 Gb (YT-1000 only): ATEX/IECEx,
Ex dmb IIB T5/T4 / Ex dmb IIB TS KCs, UKEX, PESO
Exdmb IIC T5/ T= Exdbmb B TS Gb: INMETRO
Exia I T6 Gb Z= Exdbmb B TS5 Gb: CCC, NEPSI (YT-1050 only)
TS B= Exdbmb lIC T6 Gb: CCC (YT-1000 only)
G= ExiallC T6 Gb: CCC (YT-1000 only)
Ex db mb IIB T5 Gb X F= FM(YT-1000 only)
CSA Lever type
(Class |, Zone 1) Ex dm Linear Rotary
IIBTS 1= 10to40 mm 1=M6§34L
Explosion protection 2= 30to 70 mm 2=M6 X 63L
RERIR 2 i 3= 60t0 100 mm 3=M8X34L
Groups C, D T5; 4= 100t0 150 mm 4=M8X 63l
g " 5 = NAMUR
CLIL, I, Div 1,
Groups E, F, G T5; Orifice type
Type 4X e 1= ®1 2= 02 3= None
ccc Exdmb IIB TS Gb i ¢ tion
Exdmb B T5 Gb
Exd mb IIC T6 Gb
Exia lIC T6 Gb
THS
Ex dmb 1B TS
NEPSI
NEPSI Exdmb IIB TS Gb
Exdmb 1B T5 Gb
Exd mb IIC T6 Gb
ExiallC T6 Ga
PESO
PESO Ex db mb IIB T5 Gb
Ex db mb IIB T5 Gb
7 ExialIC T6 Gb
Linearity Single
Double +2%FS.
Hysteresis £1%FS.
Sensitivity  Single +0.2% F.S.
- Double
Air consumption
Fiow 7 N Notes:
capacity L MPa) 1.0nly S of i is available for M (except KCs), T, E, X, Z, B, G, i
U =20M Only S, H of i are available for M (only KCs)
Material Stainless steel 316 Only S, L of operati P re are. for Aand C
s o - Only L of is forE.
W b)‘ 2. Please put the name of the certificate in a purchase order.
3. This option is just the normal operating temperature of the product and is

not related to explosion protection temperature. See certificates for explosion
protection temperature.
4. Non-explosionproof.
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Registration Document for the Declaration and Registration scheme
of the required machinery, equipment and tools
B4 x84 ¥ 5R8E © ML131200702083
Document No.

BHRELHEER R E=FAMEIRBELLTRTR > BFARFLINE -

BT RaEEAE2Rc © ZMsIRA : TD13001L o R 24K Hdo T :

The document made under Paragraph 3 in Article 7 of the Occupational Safety and Health Act has been reviewed and
found to be in compliance with related regulations. Therefore, registration is granted with the Safety Label @ and the
Identification No. TD13001L. Details of the registration are as follows:

FHA: SEARMEARLE %—%% © 53086688
Application Uniform No.
seak i TR EAKRE = BR3T4TF-6
Address
& R R
Factory/Factory address
R RR 4 £ R Rk B3 RA
Factory ltems Factory Factory Address Country Code

81 Hwanggeum-ro 89 beon-gil Yangchon-eup,

. e - Gimpo-si Gyeonggi-do Korea, Republic of

ELEBMER - b5k CRBH
Type/ name of product
& %o M3k 7] - 84819090004
C.C.C. Code
P XA HrIps £ 8

Chinese name

R X %44 : Electro-pneumatic valve positioner
English name

A K : YT-1000 Series

Type

ERXAFR:

Type number

RABK : dokisk

Series of the type

AR

Safety standards

R R R
Factory ltems

U Bk Titbe (ITRI) B4 %6 2 Philgiss
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